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Rugged, compact weld head with water-cooled torches

Exclusive, zero-backlash gear drive (no friction drives) for positive, consistent travel speeds
(uphill or downhill) in all positions

Range from 3” pipe through all standard pipe sizes, such as 6”, 8”, 10”, 12” up to any diameter.
Flat track for flat plate welds and large-radius curved track are available

Extremely quick mount / dismount

Cross-seam steering

Synchronized torch oscillation, AVC, rotation and wire feed

On-board wire feed mechanics, single or dual wire feed system

Compatible with AMI Model 215, Model 227 or Model 415 Power Supplies

•

The widest range of orbital welding equipment in the world
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Standard Torch Features and Options

Single-Wire Entry - Model 15 ÒAÓ Torch

AMI’s Model 15 is a field-proven weld head with a long history of reliability.  It is a rugged, precision tool with low
radial clearance for GTAW welding of all pipe sizes from 3-inch pipe up to an unlimited size, including flat plate.  It is
intended for field use in the nuclear, shipbuilding, chemical, petrochemical and construction industries where weld
quality requirements are stringent and the use of the GTAW process is beneficial.  This weld head features rotation,
wire feed, automatic voltage control, cross-seam steering and torch oscillation.

The Model 15 is available in many configurations, from a “standard” head with a single-entry torch and a single wire
feeder to a completely equipped head with dual wire feeders and vision system.  It can be ordered or retro-fitted
with numerous application-specific accessories customizing the head for a user’s needs.  Several torches are listed
below; other options are available as standard products or AMI will custom-design to meet the customer’s needs.
Please contact the Arc Machines, Inc. Pipe Welder Product Manager for recommendations.

The Model 15 weld head is just one element of an automated pipe welding system.  A torch assembly; precision
guide rings, providing positive, gear-drive traction; one of several AMI power supplies; and other options comprise a
complete system suitable for high-quality orbital pipe welding of a wide range of pipe sizes with excellent
productivity.

Several different torch types are available. Each torch has different functions, features, and dimensions that are
configured to the Model 15 weld head.  This allows AMI to offer the most suitable and practical orbital system to
each different customer or application.  Most torches incorporate the following functions and adjustments:

Cross-seam torch tilt (in /out)

Electrode-to-wire-nozzle height adjustment

Wire nozzle cross-seam adjustment

Lead / lag adjustment

Wire nozzle entry angle adjustment

Accommodates a wide variety of gas cups and gas lenses

Spring-loaded break-away mount that prevents accidental breakage of torch parts

Complete line of torch extensions, brackets and special modifications available.  Consult factory for more information.

The type “A” torch is the smallest, lightest and simplest of the standard torches featuring a single-wire-feed
manipulator. It is recommended for schedule 10 to schedule 80 pipe, pipe sizes from 3” to 20.”  This torch has been
successfully used for many applications, including fossil, pharmaceutical, semiconductor plants and manufacturing
facilities.

Offers:

Excellent visibility and simplicity

Accessories can expand capability to 5.0” wall

Wire size range: 0.020 - 0.045” (0.030 - 0.035” recommended)

Torch: Water-cooled, 300 amp

Type HW 20, 17 or 27 gas lenses and gas cups are available

•
•

•
•

•
•
•

•
•
•
•
•

MODEL 15    LARGE-DIAMETER PIPE WELD HEAD


